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Network Topology Star 

Network Scalability Mini Hub — 15 user (Model 10110 Satellite Hub) 
Mini Hub — 30 User (Model 10130 Satellite Hub)

Multiple Access One TDM (Downstream)   
One Upstream Carrier Only   
D-TDMA (Deterministic TDMA) Access Algorithm  

Symbol Rates Outroute: 64 Ksps up to 11.5 Msps  
Inroute: 64 Ksps up to 2.875 Msps  

Modulation Downstream: QPSK, BPSK, 8PSK  
Upstream: QPSK, BPSK, 8PSK 

IP Data Rates Downstream: 128 kbps — 18 Mbps   
Upstream: 64 kbps — 5 Mbps 

  CEF Downstream: TPC Rate 0.879, 0.793, 0.533, 0.495, 0.431   
Upstream: TPC Rate 0.793, 0.66, 0.533, 0.431 (Other FEC Rates will be available in the future)  

Interfaces 

Data Interfaces LAN: Single 10/100 and 8-Port 10/100 Switch, 802.1q VLAN  
RS-232: RJ45 (for GPS or Console connection or Antenna Pointing)

Protocols Supported   TCP, UDP, ICMP, IGMP, RIP Ver2, Static Routes, NAT, DHCP, DHCP Helper, Local DNS  
Caching, cRTP, ACLs 

Security AES Link Encryption (Optional)  

QoS (CBWFQ), Minimum CIR, CIR (Static and Dynamic), Rate Limiting, Bandwidth on Demand

Other Features Built-in Automatic Uplink Power, Frequency and Timing Control 

Mechanical/Environmental 

Size W 17.5 in x D 16 in x H 1.75 in   
(W 44.45 cm x D 40.64 cm x H 4.445 cm)

Weight  11.2 lbs (Including Power Supply) [5.08 Kg] 

  erutarepmeT gnitarepO -10° to 60°C (+14° to +140°F) at Sea Level  
-10° to 55°C (+14° to +131°F) at 10000 Feet

Input Voltage  100–240 VAC Universal Input, 50-60 Hz, 4A Max @ 100VAC 


